CE SOLUTIONS OMEGA RANGE - NBS STYLE SPECIFICATION

L20 Doors/Shutters/Hatches
545 SLIDING PARTITIONS


SLIDING PARTITIONS TO: 


DRAWINGS REFERENCE:
Manufacturer:

CE Solutions Limited

Address:

The Old Eltex Works

Watery Lane

Worcester

WR2 5AR

Contact Details:

Tel: 01905 422 533
Fax: 01905 422 538
Email: sales@cesolutions.co.uk
Web: www.cesolutions.co.uk 

Contact: 
Product Reference: OMEGA RANGE movable wall system (manufactured in the UK)
Characteristics: A top hung, manually operated individual panel system, comprising of individual panels suspended from a top track only with retractable top and bottom seals and an internal telescopic end closure panel (seal pressure must be 2kN per linear metre minimum). Panels are operated by a scissor jack mechanism (quick action turn-cam mechanisms are not acceptable).

Panel Thickness: 100mm

Panel Construction: 16mm high density particleboard class E1with internal aluminium peripheral frame. Specified acoustic ratings are achieved by internal insulation in the form of sound reducing materials as required. 
Panel Operation: Individual panels are manually operated with a removable winding handle which is inserted into the socket on the edge profile of the panel. Telescopic end closure panel is operated via a single escutcheon to the face which extends the peripheral seals in one operation.

Vertical Edge Profiles: Anodised aluminium wedge shaped tongue & groove profiles with integral magnetic strips.

Acoustic Seals: Independent aluminium pressure beams at top and bottom of each panel providing 2kN of pressure.
Seal Operation: Mechanically operated rapid action crank mechanism using scissor link to extend acoustically broken aluminium pressure beams.

Height Adjustment: Each panel is fitted with self-locking adjustment device to make up any discrepancy in ceiling and/or floor levels.

Head Track: Satin anodised aluminium head track factory finished to White RAL 9010 as standard. No floor track.

Opening Size:                        mm Wide x                      mm High

Sound reduction:            dB (laboratory tested in accordance with ISO 140 Part 3)
Suspension: Single Point, centrally stacking / Double Point suspension, offset stacking

Stacking Reference:   

Comprising:                Standard panels and 1Telescopic closure panel

Panel widths:                  mm (panel widths range from 650mm to 1,250mm)

System Weight:                   Kgs approx.

Panel Finish: 

Track Support: Include for suspension brackets to a                       mm ceiling void

Acoustic Baffle: Include for an acoustic baffle to a                      mm ceiling void

Hauling: Include for hauling to a                           floor location

Pass doors: Inset pass doors must be tested in accordance with ISO 140, Part 3
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	A
	L20/545 – Sliding Partition
Omega Range individual panel movable wall system, manufactured by             CE Solutions Limited

_______mm wide x _______mm high, comprising of ____ standard panels & ___ telescopic closure panel
	1
	Nr
	
	










































































        








